
ABFOTOVIDEO - C. C. Multicentro. La Niña y Av 6 de
Diciembre. Quito.

Phone: 0981400995 - Email: ventas@abfotovideo.com

  Cámara Sony ZV-E10 +16-50mm - Mirrorless 4K

 

  Marca: Sony
Código: CAM-SON-0023 / s*
Disponibilidad: 2

Precio: $990.00 

Descripción
Sensor CMOS Exmor APS-C de 24,2 MP

Lentes Intercambiables Sony E Mount

Vídeo UHD 4K30p y Full HD 120p 

Pantalla LCD táctil desplegable lateral de 3,0" 

AF híbrido rápido de 425 puntos Disparo de hasta 11 fps, ISO 100-32000 

Eye AF en tiempo real y seguimiento 

Desenfoque de fondo y AE con prioridad al rostro 

Micrófono direccional de 3 cápsulas y parabrisas 

Puertos para auriculares y micrófono 

Lente E PZ 16-50 mm f/3.5-5.6 OSS

Video
Recording Modes XAVC S 4:2:0 8-Bit

UHD 4K (3840 x 2160) at
24.00p/25p/29.97p [60 to 100 Mb/s]
Full HD (1920 x 1080) at 23.98p/25p/29.97p
/50p/59.94p/100p/119.88p [16 to 100 Mb/s]

Gamma Curve HDR-HLG, Sony S-Log 2, Sony S-Log 3
Recording Limit Unlimited for UHD 4K (3840 x 2160) at



29.97p
Video System NTSC/PAL
Built-In Microphone Type Stereo
Audio Recording XAVC S: 2-Channel LPCM Audio

 

Interface
Media/Memory Card Slot Single Slot: SD/SDHC/SDXC/Memory

Stick Duo Hybrid (UHS-I)
Video I/O 1 x Micro-HDMI Output
Audio I/O 1 x 1/8" / 3.5 mm TRS Stereo Headphone

Output
1 x 1/8" / 3.5 mm TRS Stereo Microphone
Input

Other I/O 1 x USB Type-C (USB 3.2 / 3.1 Gen 1)
Input/Output (Shared with Power Input)

Power I/O 1 x USB Type-C Input/Output
Wireless Wi-Fi, Bluetooth

Modelo batería : Sony NP-FW50

Garantía 12 meses

Especificaciones
Características
2. Tamaño del Sensor APS-C
3. Video 4K
4. Estado nueva
5. Tipo Mirrorless
Bluetooth si
Entrada de Micrófono si
GPS no
ISO Máximo 51200
LCD Touch si
Megapíxeles 25 MP
Wifi si
Product Gallery
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